
 

4.

3.

2.
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MAIN TRENCH
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ALTERNATE "B"
SLOPING LATERAL

ALTERNATE "A"

CL MAIN TRENCH

AS NECESSARY TO SERVICE 

LOT, NOT LESS THAN 5'

SAND BEDDING
SAND BEDDING

2% MIN. SLOPE

6" MIN.

4" MI
N.





PIPE ZONE MATERIALS TO BE THE SAME AS 

THOSE REQUIRED FOR THE BEDDING 
PORTION OF THE MAIN PIPE, SEE CITY OF 
SIMI VALLEY STANDARD PLAN SV 40-30.

BEDDING MATERIAL TO BE USED 
AT LEAST 8 INCHES EACH SIDE 
OF PIPE.

VERTICAL SIDE TRENCH 
COMPLETELY FILLED WITH 
BEDDING MATERIAL USED IN MAIN 
LINE.  THE MAXIMUM LIFT 
BETWEEN COMPACTION SHALL BE 
2 FEET.

SLOPE LINES REQUIRE SAME 
BEDDING AS WASTEWATER LINES.

THE USE OF CHIMNEYS SHOULD BE RESTRICTED TO CASES WHERE CONFLICTS OR EXCESSIVE DEPTHS 
ARE PRESENT SUBJECT TO APPROVAL OF SANITATION ENGINEER.

UP TO 2 LATERALS MAY FEED ONE CHIMNEY THROUGH STANDARD WYE.

IF OPPOSITE SIDE OF STREET IS UNSEWERED, PROVIDE PLUGGED INLETS FOR FUTURE USE.

WATER AND WASTEWATER SEPARATION OF LINES PER CITY OF SIMI VALLEY STANDARD PLAN SV 40-10.

1.

NOTES:

SEE HOUSE 
CONNECTION
CLEAN-OUT PER 
CITY OF SIMI VALLEY 
STANDARD PLAN 
SV 40-230

SEE DETAIL SECTION HEREIN

12"
MIN.

12"
MIN.

FINISHED
SURFACE

ACCESS CAP 11" DIA. x 1/2" THICK
WITH 3/4" DIA.
FINGER HOLE IN CENTER
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CONSTRUCTION
JOINT

8" RISER

SEWER 
MAIN





TRENCH 
BOTTOM
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