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THE EQUIPMENT SHOWN ON THIS PLATE IS INTENDED FOR SINGLE FAMILY DWELLINGS SUBJECT TO 
PRIOR APPROVAL & LIMITED USE AS DISCUSSED IN SECTION 2.12.

SPECIFIC EQUIPMENT TYPES SHALL BE APPROVED BY THE CITY. INSPECTION OF ON-SITE WORK WILL 
BE BY THE BUILDING & SAFETY DIVISION.

USE NEMA IV ENCLOSURE IF INSTALLED OUTDOORS OR A NEMA I ENCLOSURE IF INSTALLED INDOORS.

ALL PLASTIC PIPE EXPOSED TO SUNLIGHT SHALL BE C.P.V.C. SCHEDULE 80.
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NOTES:

TO DUPLEX &
CONTROL PANEL

AIR VENT

PUMP SUMP COVER
CONCRETE SLAB

U-BOX & TERMINAL STRIP

VALVE BOX WITH COVER

DUPLEX CONTROL PANEL

(SEE NOTE 3)

AIR VENT

UNION

HOUSE
OUTLET

P.V.C.
BACKWATER
VALVE

FIBERGLASS 
PUMP SUMP

CHECK
VALVES

SUBMERSIBLE PUMP

LEVEL CONTROL 
FLOAT SWITCH 

(TYPICAL)

SHUT OFF
VALVE

CHECK VALVE

100' MAX. 
CLEAN OUT 
SPACING

CLEAN OUT

GROUND

STREET

P  

3" SCH. 80 P.V.C.
PRESSURE DISCHARGE
LINE

2'-0" MIN. 
COVER

18" 
MIN.

LATERAL

18
" 

MI
N. MAIN WASTE

WATER LINE
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