
 

BACKFILL SPACE BETWEEN CARRIER PIPE 
AND STEEL CASING PIPE WITH SAND

ENCASEMENT PIPE 3/8" MINIMUM 
WALL SMOOTH STEEL PIPE




USE REDWOOD SKID BLOCKS FASTENED 

TO PIPE BARREL WITH 1" BANDING 

STRAPS (4 BLOCKS PER JOINT)

1' MIN. CLEARANCE BETWEEN BELL 
OF CARRIER PIPE AND INSIDE WALL 
OF CASTING PIPE

1'-8'
MIN. CARRIER PIPE  

6" CEMENT MORTAR

6"

6"

6" JUTE FILLED BURLAP BAGS

DEAD LINE PLUG

FOR 21" I.D. PIPE OR SMALLER

FOR 24" I.D. PIPE OR LARGER

CEMENT 
MORTAR PLUG

USE CEMENT 
MORTAR FOR
VCP

INTERIOR 4" COURSE NOT BONDED TO REMAINDER OF WALL.
ALL BRICK SET IN CEMENT MORTAR.

RACK OUT 1/2" OF JOINTS ON INTERIOR FACE OF 4" WALL
AND FILL WITH CAULKING MATERIAL.

4" BRICK 
WALL

12" BRICK 
WALL

1/2" CEMENT MORTAR 
FINISH TO BE FLUSH 
WITH END OF BELL




2" TO 4" DIAMETER HOLE

6" CEMENT MORTAR

PLUG PER PIPE
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