
 

NOTE:
USE BROOKS 1100 SERIES OR APPROVED EQUAL IN 
NON-TRAFFIC, LANDSCAPED AREAS ONLY.  ACCESS BOX 
TO HAVE SNAP LOCK COVER, BOLT DOWN COVER. BOLT 
SHALL BE STAINLESS STEEL (TYP).
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NOTE:
USE BROOKS (9-5/8"x16"X12" DEEP OR APPROVED EQUAL) 
WITH TRAFFIC COVER IN DRIVEWAYS (CONSULT INSPECTOR 
FOR LATERAL IN DRIVEWAY).





18
 3
/8
"

COVER BOLT DOWN DEVICE

STEEL TRAFFIC COVER




5'

BANDED RUBBER

COUPLING OR EQUAL

PLUMBING
OUTLET

2% MIN.

MAIN
BUILDING SEWER6" HOUSE CONNECTION SEWER

ACCESS BOX PER
DETAIL HEREON

RISER
6" RISER

6" TO "
REDUCER

2'
MIN.

+1
8"

3"PLUG OR CAPGROUND LINE

MAIN 6" TO "
REDUCER





BUILDING SEWER PLUMBING
OUTLET

PIPE

6" HOUSE CONNECTION SEWER

2'
MIN.

+2'




11
 1
/8
"

13 1
/4" 

DIA.

10"

SE
WE
R

SE
WE
R

13 5/8"

7 5/8"

9 5/8"

1"
16
"

12 1/4"

18 
3/8

"

12
"

E
A
S
E
M
E
N
T
 
 
 
L
I
N
E

P
R
O
P
E
R
T
Y
 
O
R

B
U
I
L
D
I
N
G
 
W
A
L
L

B
U
I
L
D
I
N
G
 
W
A
L
L

2% MIN.

1

2

SHALL BE INSTALLED AFTER COMPLETION OF AIR TEST.

PROVIDE PLUGS AND METAL ROD FOR LOCATION PURPOSES.
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PER UNIFORM BUILDING CODE
& SHALL BE INSTALLED BY OTHERS
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