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l.2	Signage Standards 

	Be located at least 2 feet (3 feet 
preferred) from the edge of the 
paved surface (except where not 
feasible, such as Drainage Trails)

	The signs shall be placed 5 feet 
above the trail surface, and if a 
secondary sign is mounted below, 
maintain 4 feet above trail surface

	All signs shall be oriented so 
as not to confuse trail users or 
motorists 

	Traffic and Safety Signage shall 
incorporate a steel sign post, 
4 inches square, consistently 
throughout the Greenway

	Traffic and Safety Signs shall be 
consolidated in order to reduce 
clutter, and is encouraged on the 
same post as Minor Directional Signs 
where possible. Depending on trail 
use, the signs could be located on top 
of or behind a Minor Directional Sign 

	Text corresponding to the signs 
should be painted on the trail along 
with stop bars when applicable (refer 
to Trail Striping Standards, Section 2.5.5)

	Signage corners shall be rounded and 
have a rust colored border around 
the front panel (primary statement 
portion) of the sign
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of Traffic and 
Safety Signage at 
Intersections (refer 
to legend at right)
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m.2	   Signage Standards 

	As a key element of the trailhead 
scene, the Trailhead Parking Signs 
shall clearly identify parking for 
the Greenway when feasible

	The same materials, method of 
construction, color scheme, and 
graphic theme shall be used on all 
Trailhead Parking Signs to unify the 
Greenway

	Parking Signs shall contain the 
Arroyo Simi Greenway Logo, and 
lettering should be 2 inches high 
minimum 

	Parking Sign background shall 
painted brown to simulate 
weathered steel as described 
in Section 2.12b, and additional 
lettering and Greenway logo shall 
be sharply contrasting bright white 
with a reflective finish

m.	Trailhead Parking Signs

Trailhead Parking Signs should be used to mark the trailhead 
parking spaces. Trailhead Parking Signs shall integrate the 
Greenway design theme, and provide an icon for public 
parking associated with the Greenway trail system.    

Trailhead Parking Signs should be located at all Trailhead/
Parking areas 
 (Refer to Trailheads/Parking, Section 2.4)

Parking Entry Sign

7’
-0

”
2’

-0
” 

Parking Space Sign

Two types of parking signs are presented 
in this section:

1.	 Parking Entry Signs, used along 
the road at trailhead parking lot 
entrance to notify drivers of a 
Greenway trailhead parking area

2.	 Parking Space Signs, 
used at individual stalls 
to designate a Greenway 
parking space

9’
-0

”
3’

-0
” 

m.1	   Materials Standards 

	Parking Signs should have recycled steel posts painted to 
simulate weathered steel and reflect the design aesthetic of the 
Greenway signage

	Parking Signs should have a recycled steel sign panel and 
backing

	Parking Entry Signs have a corrugated Iron ‘Roofing’ Accent and 
a stone veneered (refer to Masonry Standards 2.12d) or concrete base

2’-6” 

2’-0” 
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m.2	   Signage Standards m.3	   Parking Entry Sign Standards 

	Locate Parking Entry Signs at the parking lot entry in 
clear view from the road

	Signs shall be located perpendicular to the road and 
facing the direction of travel which is entering the 
parking lot

	When possible, Parking Entry Signs shall be lit a night 

m.4	    Parking Space Sign Standards 

	Use Parking Space Signs to clearly designate Greenway 
parking spaces when feasible

	Parking Space Signs should be centered on the parking 
space and set back approximately 1 foot from the 
designated space when feasible

	As a key element of the trailhead 
scene, the Trailhead Parking Signs 
shall clearly identify parking for 
the Greenway when feasible

	The same materials, method of 
construction, color scheme, and 
graphic theme shall be used on all 
Trailhead Parking Signs to unify the 
Greenway

	Parking Signs shall contain the 
Arroyo Simi Greenway Logo, and 
lettering should be 2 inches high 
minimum 

	Parking Sign background shall 
painted brown to simulate 
weathered steel as described 
in Section 2.12b, and additional 
lettering and Greenway logo shall 
be sharply contrasting bright white 
with a reflective finish

Parking Space 
Sign, Typical

1’ 
Typ

Parking Entry 
Sign, Typical

	Sign lettering shall be a minimum 
of 3.5 inches high, excluding the 
“P” which shall be 8 inches high

	Maintain a minimum of 18 
inches clear on top and sides, 
and provide a minimum of 4 
inches clear on the bottom of all 
Trailhead Parking Signs

	Signage corners shall be rounded 

Typical Placement 
of Trailhead 

Parking Signs
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• Specify public fencing and walls that
provide for relatively unobstructed
viewing

• Use materials that are not
maintenance intensive and are graffiti
resistant

• Regulate the height of fences and walls
to maintain sight lines

This fencing and walls section was established to promote design character, define reasonable boundaries, and 
enhance trail user safety and property owner privacy.  These standards consider preserving views and improving 
the appearance of the Greenway. Aesthetically pleasing fencing and walls will help to provide a safe and unifying 
link throughout the Greenway. Uniform fence and wall heights and styles will significantly improve the aesthetic 
environment for trail users. 

The selections depicted in this section are examples and options of fencing and walls that meet the Arroyo Simi 
Greenway design aesthetic, but final selections may vary based on unforeseen situations that may occur after this 
Specific Plan was created. Final fencing and walls chosen at time of construction shall meet the design intent of 
the selections shown in this section in regard to type, scale, and aesthetic look and feel of materials.  

Fencing and Walls Intent

• Provide consistent fencing and walls to develop
a uniform and predominant design element for
all trail segments along the Greenway

• Minimize the number of fence types along the
Greenway, and use them only where necessary

• Develop an attractive fencing and walls program
that meets the aesthetic character

F E N C I N G  A N D  W A L L S 

2.13 FENCING AND WALLS
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To the extent feasible, the following sustainable elements 
shall be used for fence and wall design and construction:

1.	 Entry and Park Fencing - 
Intended to direct Greenway 
access, protect trail users, 
prevent unauthorized entry, and 
unify the appearance of parks, 
overlooks  and entries

See Section 2.13a.2

2.	 Trail Fencing – Used to 
direct trail users away from 
potential dangers and prevent 
unauthorized access 

See Section 2.13a.3

a.	 Greenway Fencing
2.13. 1	 Sustainable Elements

3.	 Chain Link Enhancements - 
Potential improvements to 
existing chain link fencing 

See Section 2.13a.4

4.	 Property Fencing – Located 
on property adjacent to the 
Arroyo Simi Greenway and 
suggested to be installed when 
the property is improved or 
redeveloped 

See Section 2.13a.5

a.1	   Greenway Fencing Standards

	Locate fences only where needed 
for safety and limiting access, and 
they shall be set back a minimum 
of 2 feet from the edge of trail 
when feasible and outside of the 
Arroyo Simi channel 

	Step fences on sloped ground 
when necessary

	Use graffiti resistant fences 
	Maintain a clear sight triangle and 

do not impede vision at any trail or 
road intersection

	Ensure that fence post footings are 
of adequate design to resist wind 
loads, and that fence materials will 
withstand the elements

Recycled concrete walls could be used in parks and overlooks

Fencing should compliment 
the surrounding landscape 

•	 Incorporate recycled steel for gates and fencing 
•	 Consider recycled plastic or composite fencing 
•	 Use reclaimed materials or recycled concrete for 

Greenway walls

There are four types of fencing proposed along the Greenway:

2.13-2
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	Where feasible, a 
landscape buffer 
containing appropriate 
landscape plant material 
should be used to separate 
the fence from the trail 
(refer to Section 2.10 for 
additional information)

	Consider using alternatives 
to fencing such as barrier 
landscape materials such 
as  boulders or planting 
(refer to Section 2.10 for 
additional information)

	Use joinery and hardware that 
allows fences to be dismantled 
and reassembled for repair, 
replacement or recycling

	Where a fence intersects a 
wall or another fence type or 
fence with varying heights, they 
should gradually step and/or be 
separated by a column 

	If one side of a fence has a 
more finished appearance 
than the other, the side of the 
fence with the more finished 
appearance shall face the 
Greenway trail or amenity

a.1	   Greenway Fencing Standards

	Locate fences only where needed 
for safety and limiting access, and 
they shall be set back a minimum 
of 2 feet from the edge of trail 
when feasible and outside of the 
Arroyo Simi channel 

	Step fences on sloped ground 
when necessary

	Use graffiti resistant fences 
	Maintain a clear sight triangle and 

do not impede vision at any trail or 
road intersection

	Ensure that fence post footings are 
of adequate design to resist wind 
loads, and that fence materials will 
withstand the elements 	Fencing shall consist of 

neutral colored and non-
reflective materials which 
blends with the natural 
surroundings

	Temporary construction 
fences necessary for 
Greenway development 
shall be exempt from the 
provisions of this section  

Provide a landscape buffer to 
separate the fence from the trail

Fencing should compliment 
the surrounding landscape 
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Use fencing at rest areas/overlooks to direct trail users to 
specific locations which have clear site lines and visibility

See Parks, Section 2.8, Project Entries, 
Section 2.11, and Fencing and Walls, 
Section 2.13b.2, for additional information

2.	 Entry and Park Fencing without 
Columns – Located along park 
perimeter areas that are less 
visible to trail and park users

1.	 Entry and Park Fencing with 
Columns – Used in conjunction 
with rock columns at entries 
and along main trails and 
pathways within parks

	Entry and Park Fencing shall consist 
of a 2 or 3 rail vinyl with a matte 
finish or concrete fence 

	Fences shall be 42 inches high 
	Columns shall be designed 

in proportion to fence and 
surrounding area, and include a cap 
of either natural stone or precast 
concrete with an integral color to 
match column

There are two variations of Entry and Park Fencing used within the Greenway:
a.2	   Entry and Park Fencing 

Entry and Park Fencing shall be located at entries to 
prevent unauthorized vehicles from accessing the trail, 
prohibit use during potential seasonal flooding, and to 
define the trail area leading up to at grade crossings.  Entry 
and Park Fencing should be used in parks and overlooks to 
prevent trail users from entering the trail in uncontrolled 
locations, and direct trail users to specific locations, which 
have clear site lines and good visibility in all directions.  

Example of Entry and Park Fencing with Columns

2.13-4
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See Parks, Section 2.8, Project Entries, 
Section 2.11, and Fencing and Walls, 
Section 2.13b.2, for additional information

	Columns shall consist of stone 
masonry similar to gateway 
signage and be located 
approximately  10 to 40 feet on-
center depending on location, 
function  and visibility (refer to 
Masonry Standards in Section 2.12d.6 
for additional information)

	Entry and Park Fencing shall 
be used in conjunction with 
removable bollards and rhino 
gates to direct and control 
access to the Greenway (refer to 
Section 2.13c for information about 
rhino gates and Section 2.14c for 
additional information about bollards)

	Entry and Park Fencing shall consist 
of a 2 or 3 rail vinyl with a matte 
finish or concrete fence 

	Fences shall be 42 inches high 
	Columns shall be designed 

in proportion to fence and 
surrounding area, and include a cap 
of either natural stone or precast 
concrete with an integral color to 
match column

Entry and Park Fencing shall incorporate Fencing Standards from Section 2.13a.1, 
and also include the following:

Entry and Park 
Fencing should 

reduce the need for 
future maintenance 

and consist of  a 
durable vinyl (top) 
or concrete (right) 

2.13 -5
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	Trail fencing shall consist of 
painted metal, galvanized or 
concrete posts;  painted metal or 
galvanized top and bottom rails; 
and galvanized mesh or pickets 
or other approved transparent 
design

	Trail fencing shall typically be 42 
inches high, and 6 feet high when 
security issues exist

Trail Fencing will be used to direct the users away from 
potential hazards, such as a sharp drop off.   Trail fencing 
will also be used to prohibit unauthorized access within 
the Arroyo Simi Greenway, such as across from Darrah 
Volunteer Park on the south side of the Arroyo Simi 
where a fence is required to separate the Ventura County 
Watershed Protection District (VCWPD) operations yard 
from the proposed trail.  

In general, there should be minimal trail fencing along the 
Greenway. When feasible, provide natural edge protection 
such as native barrier vegetation or boulders as an 
alternative to fencing. 

Trail Fencing shall incorporate 
Fencing Standards from Section 
2.13a.1, and also include the 
following:

a.3	   Trail Fencing 

	Trail fencing shall not be installed 
in the Arroyo Simi channel

	Trail fencing shall be only 
installed as necessary in order to 
preserve the open feeling along 
the Greenway

	Consider placing a smooth wide 
rub-rail at 3 feet high on fences 
along trails without an adjacent 2 
feet wide shoulder

	Trail fencing shall incorporate 
natural and receding colors such 
as brown, black, grey or green

	Trail fencing shall allow for clean 
unobstructed viewing

	Trail fencing shall be designed to 
work with VCWPD operations and 
management needs, and provide 
sliding gates where necessary

a.4	   Chain Link Enhancements

There are many areas along the Arroyo 
Simi that have existing chain link fencing 
installed.  Some chain link fencing 
has recently been used along a new 
trail segment between the proposed 
S-Curve Park and Yosemite Avenue.  
Chain link has been used in these areas 
because it is very sturdy, durable and 
low maintenance.  The use of new chain 
link fencing is only allowable within the 
channelized portions of the Arroyo Simi 
in non-visible portions of the Greenway.  

Trail Fencing will be used to 
direct the users away from 

selected sites, resources and 
potential hazards

Trail fencing should allow for maximum transparency and  
viewing of the Arroyo Simi

Trail Fencing shall consist of a 
mesh grid (far left) or picket 
fencing (left) to reduce future 
maintenance 2.13-6
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Add public art or cut outs along 
existing chain link fencing 
to increase visual interest 

and reflect the character of 
neighboring land uses

	At the Drainage Trail 
entries, replace existing 
chain link fencing with 
trail fencing along the 
street and consider 
replacing the first 
100’ along the trails 
where visible from the 
entrance (refer to Trails, 
Section 2.5d)

	Cover existing posts, 
top and bottom rails 
with a painted metal 
or galvanized hollowed 
post similar to Trail 
Fence described in 
Section 2.13 a.3

	If chain link is required, 
consider replacing 
with a natural colored 
vinyl coating whenever 
feasible

a.4	   Chain Link Enhancements

There are many areas along the Arroyo 
Simi that have existing chain link fencing 
installed.  Some chain link fencing 
has recently been used along a new 
trail segment between the proposed 
S-Curve Park and Yosemite Avenue.  
Chain link has been used in these areas 
because it is very sturdy, durable and 
low maintenance.  The use of new chain 
link fencing is only allowable within the 
channelized portions of the Arroyo Simi 
in non-visible portions of the Greenway.  

In highly visible areas or areas with high anticipated use, if the 
existing chain link fencing is retained, it shall be customized 
to meet the Greenway design aesthetic with suggested 
enhancements listed within this section.  As the existing chain 
link fencing deteriorates, new trail fencing described in 2.13a.3 
shall replace the chain link.

Consider the following ideas for chain link fencing 
enhancement:

	Plant climbing vines and 
landscaping to cover the 
chain link where feasible 
(refer to Landscaping, Section 2.10 
for additional information)

	Add public art panels or cut 
outs along the chain link to 
increase visual interest (refer 
to Public Art, Section 2.15 for 
additional information)
o	 Panels and/or cut 

outs shall be located 
between the Greenway 
Banners 

o	 Panels and/or cut outs 
shall be placed in the 
center of the fence 
posts

o	 Panels and/or 
cut outs shall be 
graffiti resistant 
and reproducible if 
replacements are 
needed

Cover existing metal posts 
and rails to be similar to 

Trail Fencing

Plant climbing vines to 
cover the chain link

2.13 -7
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Provide a column between varying 
fence types along the Greenway

	Property fences shall not contain 
additional security apparatuses 
such as barbed wire, security wire, 
sharpened tops or electric fencing

	Gates are not permitted to enter 
onto the Greenway due to the need 
to control trail system entry during 
times of flooding 

	These standards shall not conflict 
with Building Code requirements 
pertaining to fences and walls, 
which serve as swimming pool 
barriers

Property fencing shall incorporate Fencing Standards from Section 2.13a.1, and 
also include the following:

	Consistent open fencing when 
possible (refer to 2.13a.3 for 
examples)

The following information pertains to fence installation 
and maintenance on residential and commercial 
properties adjacent to the Arroyo Simi Greenway. As 
private property adjacent to the Greenway is improved or 
redeveloped, Property Fencing shall be required.  

Property fencing shall be built entirely on private 
property, and maintenance and construction will be the 
responsibility of the private property owner.  

a.5	   Property Fencing 

	Perimeter private property lines 
shall be fenced with privacy 
fencing

	Berms shall not be permitted 
for the purpose of achieving 
a higher fence than would 
otherwise be permitted

	Where a property fence 
intersects another fence type 
along the Greenway, a column 
shall be provided 

	Fences shall be stained or 
painted a uniform natural 
color on the Greenway side if 
necessary  

Multi-family, multi-use 
developments and businesses 

shall construct open fencing along 
the Greenway

2.13-8
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	All new fences or repairs to fences 
which would result in a significant 
change of the appearance of the 
fence must be approved by the 
City of Simi Valley

	Consistent open fencing when 
possible (refer to 2.13a.3 for 
examples)

There are special fencing provisions for multi-family, multi-use developments and 
businesses along the Arroyo Simi to promote an open and inviting atmosphere along 
the Greenway.  Property fencing shall incorporate applicable Fencing Standards from 
Section 2.13a.1 and 2.13a.5, and also include the following:

Property Fencing should consist of a 
concrete or vinyl privacy fence

Multi-family, multi-use 
developments and businesses 

shall construct open fencing along 
the Greenway

2.13 -9
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Entry walls and fencing

There are two types of wall proposed along the Greenway:

1.	 Entry and Park Walls –  Intended to direct Greenway access 
and unite the look of parks, overlooks and trail entries

See Section 2.13b.2

2.	 Retaining Walls – Used to contain slopes and facilitate road 
under crossings 

See Section 2.13b.3

b.1	 Greenway Wall Standards
b.	Greenway Walls

The standards in this section pertain to proposed or 
existing walls and bridge abutments. The Greenway 
Wall Standards also apply to proposed wall façade 
improvements, wall and fencing columns, and trash 
enclosures.  These amenities shall incorporate the 
design aesthetic set by this section.

	Greenway walls shall incorporate 
natural colors and earth tones such as 
tans and browns 

	All walls shall not impede vision at any 
trail or road intersection

	Walls shall work with the land and 
step on sloped property 

	A column shall be provided where 
a fence intersects a wall, and at the 
start and end of a Greenway Wall

	Walls shall integrate natural elements 
such as rocks and boulders whenever 
feasible

	Greenway walls shall include 
decorative façade elements such as 
stone and mortar, stamped stone 
patterns, or stone veneer 

	Greenway walls shall be constructed 
of graffiti resistant and durable 
materials that require minimal 
maintenance, and all surfaces of 
finished decorative walls shall receive 
two (2) coats of approved low-sheen 
anti-graffiti coating 

Greenway walls may include decorative façade 
elements such as decorative stone

Incorporate skate board deterrents 
that fit the Greenway character 

2.13-10
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	Greenway walls shall 
incorporate skate board 
deterrents that fit the 
theme and character of 
the Greenway 

	Greenway walls may 
include unique public art 
design elements such 
as murals, tiles and/or 
mosaics that reflect the 
Arroyo Simi Greenway 
(refer to Focal Points/ Public 
Art, Section 2.15 for additional 
information)

	If one side of a wall 
has a more finished 
appearance than the 
other, the side of the 
wall with the more 
finished appearance 
shall face the Greenway 
trail or amenity

	Walls shall be constructed 
of masonry material that 
is a unified and consistent 
stone pattern throughout 
the Greenway, and have caps  
consisting of natural cut stone 
or precast concrete with an 
integral color that matches the 
wall color and rounded edges 
that allow for seating  (refer to 
Masonry Standards, Section 2.12d.6)

	Due to cost constraints for 
multiple long wall spans, 
manufactured or artificial stone 
is permitted on Greenway 
walls as long as it reflects the 
Greenway design aesthetic 

b.1	 Greenway Wall Standards

	Greenway walls shall incorporate 
natural colors and earth tones such as 
tans and browns 

	All walls shall not impede vision at any 
trail or road intersection

	Walls shall work with the land and 
step on sloped property 

	A column shall be provided where 
a fence intersects a wall, and at the 
start and end of a Greenway Wall

	Walls shall integrate natural elements 
such as rocks and boulders whenever 
feasible

	Greenway walls shall include 
decorative façade elements such as 
stone and mortar, stamped stone 
patterns, or stone veneer 

	Greenway walls shall be constructed 
of graffiti resistant and durable 
materials that require minimal 
maintenance, and all surfaces of 
finished decorative walls shall receive 
two (2) coats of approved low-sheen 
anti-graffiti coating 

	Walls shall be designed 
to accommodate 
landscaping in the 
foreground whenever 
feasible

	Trash enclosures walls 
shall be a minimum 
of 2 feet higher than 
the receptacle, have 
decorative solid gates 
that close completely, 
provide a roof 
completely covering 
the structure, and be 
architecturally consistent 
with the standards in 
this section

Incorporate skate board deterrents 
that fit the Greenway character 

Trash enclosures 
should be 

consistent with 
the standards in 

this section

Include unique public art 
design elements
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Entry and Park Walls shall be used as a predominant design element and 
allow for comfortable seating such as this example at Madera Road 

b.3	 Retaining Walls

2.12d for additional information)
	Wall columns and caps shall be 

in proportion to the wall 
	Entry and Park Walls shall be 

used in conjunction with Entry 
and Park Fencing to direct and 
control access to the Greenway 
(refer to Section 2.13a.2)

	Walls shall be used as a 
predominant design element 
for all gateway entries and parks 
and tie into gateway signage 
(refer to 2.12d and 2.12e)

	Entry and Park Walls shall 
consist of a rock wall not 
exceed 24 inches in height and 
cap with rounded edges to 
facilitate seating which consists 
of a natural stone or precast 
concrete with an integral color 
that matches the wall color 
(refer to Masonry Standards in Section 

Entry and Park Walls should be located to visually 
highlight the Greenway entries, provide seating and 
protect trail users from potential hazards.  

See Parks, Section 2.8, Project Entries, Section 2.11, and Fencing 
and Walls, Section 2.13a.2, for additional information

Entry and Park Walls shall incorporate Greenway Wall Standards from Section 
2.13b.1, and also include the following:

b.2	 Entry and Park Walls

	Retaining walls shall be 
constructed of a similar stone 
pattern and type as Entry and Park 
Walls but may include decorative 
CMU block walls if costs prohibit 
stone masonry

	Walls may be combined with 
fences on top but they shall not 
exceed a combined height of 
8-feet measured from ground level 
adjacent to the trail

	Retaining walls shall not exceed 6 
feet above grade unless necessary 
such as at trail under crossings

Park and Entry Walls should consist of a low rock wall with  
a unified and consistent stone type and pattern to develop 
a sense of place along the Greenway
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	Retaining walls over 3 feet high 
shall incorporate stepped walls 
with terraced planters that are a 
minimum of three feet in depth 
wherever feasible

	Employ hillside re-contouring 
and  slope planting with erosion 
control vegetation to avoid or 
minimize retaining walls along 
the Greenway where feasible 
(refer to Landscaping, Section 2.10 for 
additional information)

b.3	 Retaining Walls

Retaining walls shall only be used as necessary along the 
Greenway and will typically be used at proposed under 
crossings and bridges along the Arroyo Simi Greenway.  

Retaining Walls shall incorporate Greenway Wall Standards from Section 
2.13b.1, and also include the following:

	Retaining walls shall be 
constructed of a similar stone 
pattern and type as Entry and Park 
Walls but may include decorative 
CMU block walls if costs prohibit 
stone masonry

	Walls may be combined with 
fences on top but they shall not 
exceed a combined height of 
8-feet measured from ground level 
adjacent to the trail

	Retaining walls shall not exceed 6 
feet above grade unless necessary 
such as at trail under crossings

This retaining wall at 
the Community Center 

Park increases park 
space and becomes a 

signature element

Retaining walls 
should be 
constructed of 
a similar stone 
pattern and 
type as Entry 
and Park Walls

2.13 -13

PROJECT DEVELOPMENT STANDARDS

F E N C I N G  A N D  W A L L S   



F E N C I N G  A N D  W A L L S

c.
RH

IN
O

 G
AT

ES

 Rhino gates should be used as
a pair on both sides of the trail
and must attach to themselves
and/or the bollards when closed

 Rhino gates should be attached
to a post when open

 Rhino gates shall be constructed
of durable painted metal and/
or galvanized metal, and be
low maintenance and graffiti
resistant

 The rhino gates and bollards
shall be set back at least 20 feet
from the back of sidewalk at
entrances and trail intersection
for under crossings, and must
swing open away from this
offset  to allow maintenance
or emergency vehicles to park
when the gates are locked

c. Rhino Gates

Rhino gates and removable decorative bollards shall be 
used at all trail and road intersections to bar unauthorized 
vehicle entry, and will be closed when necessary to prohibit 
trail use. (Refer to Section 2.14c)

c.1	   Rhino Gate Standards

 Rhino gates must meet the design aesthetic of the
Greenway

 Rhino gates shall remain open unless it is determined by
maintenance staff that it is advisable to close gates due
to high water conditions or extreme inclement weather

Rhino Gates should be used with Entry and Park 
Fencing and bollards to control trail access

Rhino gates and 
bollards shall be 
set back at least 
20 feet from the 
back of sidewalk

Bollard

Rhino 
Gate

20’
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2.14 Site Furnishings Program
The design character of the Greenway’s trail ameniti es is criti cal to establishing a sense 
of place with a conti nuity of materials to enrich the trail experience.   The site furnishing 
designs and materials should be att racti ve, low maintenance, durable, comfortable, and 
aff ordable.  Accessible designs for ameniti es along the Greenway are criti cal to provide 
access for all users, and should be a key considerati on when choosing site furnishings.

This project is anti cipated to be phased and occur over many years.  Over those years, 
the availability of parti cular site furnishings is bound to change, especially in the realm 
of sustainable manufacturing and materials.  Therefore each site furnishing specifi es 
sustainable elements to strive for as technology evolves. However, it should be noted 
that the materials used throughout the life of the Greenway shall meet the design intent 
established by this Specifi c Plan.

Establish a design theme or character•
for site furnishings that is conti nuous
along the Greenway

Specify site furnishings that will be•
long-lived with classic designs

Incorporate site furnishings that will•
be durable, low maintenance and
vandal-resistant

Ensure site furnishings are•
accessible for all users whenever
feasible

Provide site furnishings that•
incorporate sustainable elements
and materials whenever possible

Many of the sustainable elements and materials listed in this secti on are explained in more detail in 
Secti on 3.0, Sustainability Program 

Site Furnishings Intent
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Benches, tables and litt er receptacles will primarily be 
limited to pocket parks, trailheads and overlook/ rest 
areas.  There will be two series of benches, tables and 
receptacles along the Greenway:

Metal Ameniti es• 
Wood & Concrete Ameniti es• 

   Standardsa.1 

Litt er and recycling ¾ 
receptacles shall be visually 
interesti ng and located at 
entries and/or along primary 
use routes where they are 
easy to see from the trail and 
located for convenient trash 
pickup by staff 
Recycling logos shall be ¾ 
used to provide a quick 
diff erenti ati on of recycling 
and trash receptacles
If side opening doors are ¾ 
used, they shall be locking 

Benches and tables shall be ¾ 
ADA accessible
Benches and tables shall be ¾ 
att ached to the ground
Benches should contain ¾ 
armrests, and may be backed 
or backless depending on the 
locati on
Benches over 4 feet in length ¾ 
shall contain a central armrest 
to deter sleeping
Tables shall be wheelchair ¾ 
accessible and when grouped, 
at least one shall contain an 
accessible path and surrounding 
pad
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Benches over 4’ in 
length shall contain 
a central armrest  

Benches and tables shall 
be ADA accessible

Gretchen Picnic Table by Landscape Forms in 

PolySite Recycled Timber

(See Recycled Timber & Concrete Ameniti es)

Scarborough Bench by Landscape Forms

(See Metal Ameniti es)

   Sustainable Elementsa.2 

Where wood products are used, specify Forest • 
Stewardship Council (FSC) certi fi ed wood

Incorporate recycled plasti c ti mbers and recycled • 
materials

Uti lize recycled steel and aluminum• 
Use powder coat fi nishes that contain no heavy metals, • 
and are low in volati le organic compounds (VOCs) and 
free of hazardous air pollutants (HAPs)

Specify furnishings that have the ability to have damaged • 
parts replaced without replacing enti re bench or table

Use furnishings that are recyclable aft er use• 
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Manufacturer:

Landscape Forms

Scarborough Bench

Backed or Backless

Looped Armrests

48”, 72” or 96” Lengths

Recycled Tubular Steel 
Horizontal Straps

Low VOC Powdercoat 
Available

Metal Ameniti es contain a choice of two litt er and 
recycling receptacles, Decorati ve Metal and Classic 
Metal, and they may be used interchangeably along 
the Greenway.  The Decorati ve Metal receptacles 
shall be used sparingly, and reserved for areas 
where the receptacles will be highly visible and 
used as focal point areas.  In larger areas that 
contain more than one set of trash receptacles, 
both types of receptacles can be used with the 
Classic Metal primarily used and the Decorati ve 
Metal receptacles placed in locati ons that will 
provide the greatest visual impact.  All trash 
receptacles shall have lids that prevent animals 
from accessing the litt er inside the receptacles.

Metal Ameniti es should be located along the trail 
in overlook/rest areas where there is a higher 
risk of vandalism.  These furnishings should be 
constructed of durable and paintable materials 
such as metal. 
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DECORATIVE METAL 
RECEPTACLES

Manufacturer:

Landscape Forms

Lakeside

Recycled Tubular Steel 

Low VOC Powdercoat 
Available

Top  or Side Opening

Lids Available

ADDITIONAL OPTIONS 
Custom Logo or 

Cut-out Designs

for the  Top  or 

Side Opening

Receptacles

CLASSIC METAL RECEPTACLES

Manufacturer:

Landscape Forms

Chase Park

Cast Aluminum Sides and Door 

Spun aluminum top

 Cast iron base

Stainless steel hinge & latch

Low VOC Powdercoat Available

Top  or 

Side Opening

Lids Available

ADDITIONAL OPTION 
Custom Logo Bands

for Top  or Side Opening

Receptacles

A r r o y o    S i m i    G r e e n w a y
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Manufacturer:

Quick Crete 

Picnic Table

Model: QLBT72PT

  Recycled Timber & Concrete Ameniti esa.4 

Manufacturer:

Landscape Forms

Gretchen Bench

Backed or Backless

Ornamental Armrests

72” or 96” Lengths

 

PolySite Recycled Timbers

Recycled Timber and Concrete Ameniti es shall be located 
in pocket parks, park expansion areas, and trailheads.  
These ameniti es should be used in high use areas with 
good visibility and a lower chance of being vandalized.  
The benches and tables shall be constructed of durable 
materials that fi t the look and feel of the existi ng parks in 
the area, and could be concrete or recycled plasti c ti mbers.  

72” Length

Wheelchair 
Accessible on 

Either End

Steel reinforced 
concrete 

(21% recycled 
materials)

Manufacturer:

Landscape Forms

Gretchen Picnic Table

54” Length

Wheelchair Accessible Either End

PolySite Recycled Timbers2.14-6
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CLASSIC CONCRETE RECEPTACLE 

POTENTIAL OPTIONS

Integrates Sandblast Designs Incorporates Public Art 

DECORATIVE CONCRETE RECEPTACLE OPTIONS

Manufacturer:

Quick Crete

Mesa Series

Steel reinforced concrete 

(21% recycled materials)

Lid Available

Recycled Timber and Concrete Ameniti es contain a choice of two litt er and 
recycling receptacles, Decorati ve Concrete and Classic Concrete, and they may 
be interchangeably used along the Greenway.  The Decorati ve Concrete models 
shall be used sparingly, and reserved for areas where the receptacles will be 
highly visible and used as focal point areas.  In larger areas that contain more 
than one set of trash receptacles, both types of receptacles can be used with 
the Classic Concrete primarily used and the Decorati ve Concrete receptacles 
placed in locati ons that will provide the greatest visual impact.  All trash 
receptacles shall have lids that prevent animals from accessing the litt er inside 
the receptacles.

The Decorati ve Concrete receptacles should use the Classic Concrete receptacle, 
but add creati ve sandblast patt erns depicti ng natural elements occurring along 
the Greenway and/or the incorporati on of public art. 

Refer to Secti on 2.15, Focal Points/Public Art Opportuniti es for additi onal informati on 

Manufacturer:

Quick Crete

Square Series

Steel reinforced 
concrete 

(21% recycled 
materials)

Lid Available
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Standardsb.1 

Bike racks shall allow a 6’ x ¾ 
2’ space for each bike, and 
maintain an overhead clearance 
over bike racks of 7’
Provide a 5’ aisle behind bike ¾ 
parking for bike maneuvering
4-8 bike spaces shall be ¾ 
provided at each locati on 
depending on anti cipated use, 
and allow for the possibility of 
future expansion
Bike racks shall be placed ¾ 
perpendicular to the trail where 
feasible
Bike racks shall have an ¾ 
individual locking bar for every 
bicycle, and each bike parking 
space shall be accessible 
without moving another bicycle

Bike racks will primarily be located in pocket parks, park 
expansion areas, overlooks/rest areas, and trailheads.  
Well-placed, att racti ve and functi onal bicycle parking 
racks will encourage bicycle riding and facilitate stops 
along the Greenway.  

Bike racks should incorporate ¾ 
a verti cal stagger to eliminate 
handlebar tangles 
Bike racks shall be painted ¾ 
natural colors (such as green 
and brown) and colors may 
vary based on individual site 
design and locati on along the 
trail, but bike rack design and 
materials should be consistent 
throughout the Greenway
Bike racks shall be adaptable ¾ 
and fl exible in sizes and 
confi gurati ons to achieve a 
consistent bike rack for the 
enti re Greenway

Sustainable Elementsb.2 

Manufacturer:

Peak Racks

Custom designsVerti cal stagger 

Available in various sizes from 
1 to 8 bike slots

Many colors and 
customizati on 

Bike racks should incorporate • 
recycled materials 

Bike racks should be recyclable• 

Powder coat fi nishes that • 
contain no heavy metals, and 
are low in volati le organic 
compounds (VOCs) and free of 
hazardous air pollutants (HAPs)
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Bollardsc. 

Bollards are located at trail entries and used to 
restrict unauthorized automobile entry.  There 
are three types of bollards that may be used 
along the Greenway:

    Standardsc.1 

Bollards shall easily ¾ 
allow for maintenance, 
security, and emergency 
vehicles to enter the 
Greenway
Removable Bollards ¾ 
should be lightweight, 
and easy to remove and 
replace and incorporate 
locks
Removable Bollards ¾ 
shall incorporate a lid 
that covers the hole 
when the bollard is not 
inserted
Bollards may vary in type ¾ 
per locati on but shall be 
consistent in style and 
material throughout the 
Greenway
Bollards shall ¾ 
incorporate refl ecti ve 
tape to aid in visibility 
and shall have pavement 
markings around them 

(refer to Trails, Secti on 2.5.5)

Removable Bollards • 
Fold-Down Bollards • 
Telescoping Bollards • One bollard should ¾ 

be typically used in 
the center of the trail; 
however if more than 
one bollard is deemed 
necessary, there should 
be fi ve feet between 
them
Design and materials ¾ 
of bollards shall fi t with 
rhino-gates and other 
entry elements and allow 
the rhino-gates to lock 
behind them (refer to 
Project Entries, Secti on 2.11 
and Fencing and Walls, Secti on 

2.13c)
Bollard locks, lids and/or ¾ 
covers shall be located 
on the back side of the 
bollard when entering 
the trail
Bollards shall incorporate ¾ 
recycled materials such 
as cast iron, steel, or 
plasti c and be recyclable

Opti onal Standard: ¾ 
Incorporate logos, 
graphics, intersecti ng 
street names, or 
att ached signage

   Removable Bollards c.2 

Bollards are lift ed out of the fl ush fi tti  ng ground 
socket, a hinged lid covers the hole and bollard is 
placed to the side, and then replaced and locked.

   Fold-Down Bollards c.3 

The hinged post folds down and is housed in a 
storage box with a durable lid that fi ts fl ush to 
the ground and covers the hole.  

Bollards can be lowered into the ground and 
completely concealed by a lid, and then raised 
and locked into place.

Benefi ts: Fast and easy to use • 
Cons:  Most expensive • 

Manufacturer:

Townscape

Derby Bollard
Steel Fold Down 
Box with hinged lid

Manufacturer:

Furnitubes

TPB 725 Bollard
Galvanized Finish 

Steel telescopic socket

Bollards are part of the Greenway 
entry scene; refer to Project 
Entries, Secti on 2.11 for additi onal 
informati on

Benefi ts: easy to use for vehicle entry, and • 
bollards are completely hidden when down 
with no obstructi ons when not in use
Cons:  Price, lid and storage box are always • 
visible, and bollards are generally not made to 
withstand excessive abuse

   Telescoping Bollards c.4 

Benefi ts:  Typically least expensive, and greatest • 
variety of styles
Cons: Most diffi  cult to use due to, size and weight, • 
greater chance of abrasion from removal and 
replacement

Manufacturer:

Furnitubes

Trafalgar
Medium Cast 
Aluminium 

Removable Bollard
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Enhanced Pavingd. 

Enhanced paving is suggested at pocket parks, 
overlooks/rest areas, and trailheads.  Enhanced paving 
should be used to add visual interest and color, as 
well as to reinforce design themes.  Enhanced paving 
should provide focal points, and reinforcement of the 
educati onal components in the Interpreti ve Exhibits 
Signage Program, such as animal footprints in paving 
when an interpreti ve exhibit is discussing wildlife.

Refer to Interpreti ve Exhibits, Secti on 2.12h for additi onal informati on 

   Standardsd.1 

Enhanced paving shall be ADA ¾ 
accessible, durable and low 
maintenance
Enhanced paving should ¾ 
incorporate natural materials 
such as boulders, river rock, and 
water or animal depicti ons 
Enhanced paving should ¾ 
incorporate natural colors such 
as blue, green, brown and tan

Incorporate natural colors, 
textures and materials 

Enhanced paving should 
be used to provide focal 

points and add visual 
interest and color

Enhanced paving should be ¾ 
limited to focal point applicati ons 
to create the greatest impact
Paving should vary along the ¾ 
Greenway to create unique and 
individual stops, but shall be 
consistent in color, style and 
materials

2.14-10

PROJECT DEVELOPMENT STANDARDS



d
. 

EN
H

A
N

C
ED

 P
A

V
IN

G
 

   Sustainable Elementsd.2 

Use recycled 
materials such as 
broken ti les and 
blue glass

Enhanced paving should reinforce 
design themes and educati onal 
components from Interpreti ve 
Exhibits Signage

Incorporate pervious materials such as fl agstone on • 
sand, pervious concrete, or decomposed granite 

Use reclaimed materials such as boulders, river rock, • 
bricks, pavers, and granite cobblestones

Use recycled materials such as concrete, ti les, and • 
blue glass
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Structurese. 
   Restroom Standardse.1 

Restrooms shall be durable and ¾ 
vandal resistant 
Restrooms shall be able ¾ 
to withstand weather and 
temperature variati ons
Restrooms shall incorporate a ¾ 
smooth interior fi nish that is easy 
to clean
When feasible, restrooms should ¾ 
retain fi nishes that require litt le 
maintenance
Restrooms shall be safely lit per ¾ 
City standards and have entries 
oriented towards the trail or main 
path of travel

Structures will be limited to pocket parks, and there will be 
two types along the Arroyo Simi Greenway:

Restrooms • 
Proposed at Easy Street Park, Darrah Volunteer o 
Park Trailhead, and S-Curve Park

Shade Structures• 
Proposed at the S-Curve Park and suggested at o 
Darrah Volunteer Park

Refer to Parks, Secti on 2.8 for additi onal informati on

If other locati ons along the Greenway can accommodate a 
restroom or shade structure, and there is not any existi ng 
or proposed in the vicinity, they may be incorporated 
into park expansion areas and pocket parks.  Restroom 
and shade structure renovati ons at parks adjacent to the 
Greenway are encouraged to incorporate the standards and 
design elements from this secti on.

Restrooms shall meet ADA ¾ 
standards and accessibility 
requirements
Restroom shall incorporate a ¾ 
Craft sman style throughout 
the Greenway, shall include 
additi onal design elements 
such as rock facades and entry 
elements
Restrooms shall incorporate ¾ 
natural colors such as tan, 
brown, grey and green
The exteriors of restrooms shall ¾ 
use natural materials such as 
wood and stone

Note: The structures described within this secti on 
may be pre-manufactured structures2.14-12
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Manufacturer:

Public Restroom Company

Many Opti ons and Models 
Available

Non-absorbent “No smell” 
interiors 

Built-in vandal resistance 

Flexible architectural styles

Model# MB-464-CE-DF

   Sustainable Elementse.2 

Pre-manufactured structures should contain recycled • 
elements

Strive to include pre-manufactured structures that can be • 
recycled

Restrooms should incorporate ample natural light and • 
venti lati on

Restrooms should use solar features if feasible• 
Restrooms should use low fl ush and high effi  ciency toilets • 
As technology allows, consider waterless fi xtures if feasible• 
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PROJECT DEVELOPMENT STANDARDS

S I T E  F U R N I S H I N G S  P R O G R A M   



S I T E  F U R N I S H I N G S  P R O G R A M   

e.
 S

TR
U

C
TU

R
ES

 

   Shade Structure Standardse.3 

Shade structures shall ¾ 
incorporate natural colors such 
as tan, brown, grey and green
Shade structures shall use natural ¾ 
materials such as wood and 
stone
Structures shall be engineered ¾ 
for the Simi Valley wind and 
weather conditi ons 
Shade structures shall not exceed ¾ 
20’ in overall height, and sizes 
may vary along the Greenway

Shade structures shall be ¾ 
accessible to all users and meet 
ADA standards 
Shade structures shall be ¾ 
durable, vandal resistant and low 
maintenance
Shade structures shall ¾ 
incorporate a Craft sman style 
throughout the Greenway, 
and include additi onal design 
elements such as rock columns
Shade structures shall have ¾ 
aestheti cally pleasing and 
cohesive column materials, eave 
heights, and roof pitches 

Manufacturer:

Eldorado Stone

River Rock

Manufacturer:

Eldorado Stone

Mountain Ledge

Suggested Masonry Patt erns for 
Pre-Manufactured Strucutres

2.14-14
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Manufacturer:

Classic Recreati on

Clerestory roof 
design and 

variable roof 
pitches provides 

venti lati on

Available in 
many sizes and in 

either square or 
rectangle

Designers may 
specify columns 
and roof 
materials to 
match existi ng 
architectural 
ameniti es 

Available 
in square, 
rectangle, 
“U” or “L” 
shapes

Northwest Model

Manufacturer:

Classic Recreati on
Denver Model

Manufacturer:

Classic Recreati on

Many sizes, layouts, and 
roofs such as  Square, 

Rectangle, “T” and
 Cross-shaped 

Campion Model

Allows for custom 
ornamentati on, and can 
be constructed with or 
without stone work
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Playgrounds shall 
be fun and safe for 
everyone and include an 
assortment of landforms 
and grades

Playgroundsf. 

Playground renovati ons at parks adjacent to the Greenway 
are encouraged to incorporate the standards and design 
elements from this secti on. Playgrounds should be 
integrated into the Greenway to sti mulate children’s 
imaginati ons and provide additi onal educati on about the 
Arroyo Simi.  Playground equipment should be fun, vibrant, 
safe and functi onal. Playgrounds should off er children a 
range of play opportuniti es with sensory integrati on to 
develop their physical coordinati on and encourage social 
interacti on.

   Playground Standardsf.1 

Playgrounds shall be located away ¾ 
from residenti al areas if feasible
Playgrounds shall strive to ¾ 
incorporate existi ng trees for 
shade if available or propose 
fast-growing shade trees (see 

Landscaping, Secti on 2.10) 
Playgrounds shall be set well ¾ 
back from the Arroyo Simi and 
roadways, and incorporate 
fencing and/or landscape barriers 
to establish boundaries and 
enclose the playground area 
whenever feasible (refer to Secti on 

2.13, Fencing and Walls)

Playgrounds shall provide ¾ 
interesti ng shapes and textures 
for tacti le sti mulati on
Playground themes shall be ¾ 
appropriate to the locati on and 
interpreti ve exhibits for the area, 
and reinforced with enhanced 
paving and playground surfacing 

Playgrounds should include a ¾ 
variety of diff erent surfaces, 
such as pavement for ball 
games or hopscotch and natural 
materials like sand and gravel
If sand areas are provided, they ¾ 
shall be well drained and have a 
border that prevents sand from 
being blown or tracked out
Playgrounds shall provide ¾ 
benches for supervising adults, 
litt er receptacles, and nearby 
bike racks
Playgrounds should have ¾ 
wheelchair-accessible picnic 
tables and restrooms in the 
immediate vicinity if feasible 
Playgrounds shall include an ¾ 
assortment of landforms and 
grades such as mounds, ditches, 
tunnels, ramps, decks and 
bridges if feasible
Playgrounds shall provide places ¾ 
to explore and opportuniti es 
to have contact with natural 
materials
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RePlay Model

Playgrounds shall 
provide natural 
themes that make 
a connecti on with 
the Arroyo Simi 
Greenway

Playgrounds shall provide natural ¾ 
themes that make a connecti on 
with the Arroyo Simi Greenway 
and introduce elements such as 
water, boulders, grassy slopes 
and sand play areas
Playground equipment shall fi t ¾ 
the aestheti c and theme of the 
Greenway and be limited to 
natural tones such as tan, blue 
and green
Play structures shall be durable ¾ 
and low maintenance  
Playgrounds shall have safety ¾ 
surfacing around play equipment
Playgrounds shall provide a ¾ 
variety of spaces and play 
equipment for a range of age 
groups and include interacti ve 
panels that engage children of 
all abiliti es in a variety of fun 
learning acti viti es

Playgrounds shall be fun and ¾ 
safe for children of all abiliti es 
and mobility

Manufacturer:

TimberForm

Manufacturer:

Earthscapes

Model

POL-81407

Made with 
Recycled Plasti c 

Timbers

Made with Recycled 
Plasti c Timbers

If swings are provided they o 
should include a variety for 
diff erent age groups and 
abiliti es
If slides are provided, they o 
shall have high sides 
If tunnels are incorporated, o 
they shall be wide and high 
enough to accommodate a 
wheelchair
If rings and bars are used, o 
they shall be placed at 
wheelchair-att ainable 
heights  
If seesaws are provided, o 
they should have back 
support and footplates
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   Playground Surfacing Standardsf.3 

All play surfacing shall allow ¾ 
for ADA accessibility and for 
wheelchairs and crutches to 
negoti ate the playground without 
diffi  culty
Playground surfaces shall meet ¾ 
requirements of ASTM and CSPC 
guidelines 
Play surfacing may be wood chips, ¾ 
poured in place or interlocking ti les, 
or a combinati on of these types 
Play surfacing shall be low-¾ 
maintenance and resistant to 
vandalism
Poured in place or interlocking ti le ¾ 
play surfacing shall provide durable 
protecti on that is resistant to aging 
and has good color stability and 
is seamless, slip-resistant, low-
abrasion surface that is resistant to 
indentati on and igniti on

Poured in place or interlocking ¾ 
ti le play surfaces shall have the 
ability to match sloped ramps or 
transiti on pieces 
Poured in place or interlocking ¾ 
ti le play surfacing shall fi t the 
theme of the Greenway and be 
available in a variety of colors 
that mimic colors naturally 
found along the Arroyo Simi 
such as gray, green, tan, blue, 
white, and brown 
Poured in place or interlocking ¾ 
ti le play surfacing shall be able 
to be contoured to incorporate 
fun and educati onal elements 
about the Arroyo Simi whenever 
possible

    Sustainable Elementsf.2 

Manufacturer:

PlaySite Plus
Custom Graphics

Made from Recycled Tires

Manufacturer:

Surface America

Manufacturer:

Surface America
UltraTIle

Made from Recycled Tires

Currently there are many companies producing high quality 
playground surfacing made of recycled ti re materials that can 
integrate custom designs.  A variety of companies are shown 
within this Specifi c Plan to allow for fl exibility of choice.  

Incorporate recycled plasti c ti mbers• 
Use recycled plasti c/waste wood composite lumber • 
decking

Specify that posts and beams that are extruded from • 
recycled high density polyethylene (HDPE)

Use powder coati ng that is lead-free and contains no • 
Volati le Organic Compounds (VOCs)

Make sure playground components are recyclable• 
Specify recycled materials for playground surfacing• 

Poured in Place

Made from Recycled Tires 2.14-18
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Workout Areasg. 

Par Course Fitness Workout Areas will be located in select park expansion areas, 
pocket parks, and overlook/ rest areas to provide additi onal desti nati ons along 
the Greenway and for variati on of exercise routi nes. 

   Workout Area Locati onsg.1 

Workout areas are proposed along the Greenway between Erringer Road and 
Darrah Volunteer Park, with 15 events at 5 stati ons, approximately 1/2 mile 
apart. 

Fronti er Park  (Existi ng Park)• 
Rest Area West of Sycamore Drive• 
Sycamore Community Center Pocket Park• 
Pocket Park East of Royal Avenue• 
Darrah Volunteer Park Expansion Area• 

   Sustainable Elementsg.2 

Workout Area Locati ons

Workout equipment shall incorporate recycled • 
materials

Workout equipment shall be recyclable and/or • 
biodegradable

Workout equipment shall be located on permeable • 
surfacing such as decomposed granite, bark or 
recycled ti re mulch
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   Workout Area Standardsg.3 

Workout areas shall provide ¾ 
benches, litt er receptacles, and 
bike racks in the immediate 
vicinity if feasible
Workout areas shall be visible ¾ 
from the trail to increase use
Workout areas shall provide a ¾ 
variety of exercise opportuniti es 
for people of all ability levels
Workout areas shall have places ¾ 
to rest in the sun or shade, and 
access to a drinking fountain and 
restrooms nearby
Workout area signage shall be ¾ 
consistent with the Greenway 
Signage Program with regards 
to colors, fonts and materials 
if available (see Greenway Signage 

Program Secti on 2.12)

Workout equipment shall be ¾ 
accessible and ADA compliant
Workout equipment shall be ¾ 
constructed of durable and 
paintable materials such as 
metal

Workout equipment shall fi t the ¾ 
aestheti c of this Site Furnishing 
Program and be limited to natural 
tones such as tan, brown and green
Workout equipment surfaces should ¾ 
be porous to allow for a free fl ow of 
water, and enable the equipment to 
be used following rains
Workout equipment shall be ¾ 
installed with related instructi on 
signs
A map of the workout equipment ¾ 
network along the Greenway 
shall be provided at all stati ons 
to highlight additi onal exercise 
opportuniti es 
A range of workout equipment ¾ 
shall be provided for the novice to 
conditi oned athlete 

Manufacturer:

Pipeline

Fitness Clusters

Workout areas shall be visible 
from the trail to increase use2.14-20
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2.15 -1

• Use focal points/public art as a means for
documenting and sharing the stories that reflect
the community’s values

• Insert the City’s historical identity and cultural
heritage into the everyday life and recognize key
historic individuals and events

• Use focal points/public art to provide education
about the environment and cultural and historic
resources

• Specify low maintenance and materials for focal
points/public art

Focal points such as public art contribute to providing a sense of place along the Greenway. The integration of focal points such 
as trellises or public art will enhance trail users sense of connection and appreciation of the Greenway by building upon the 
unique cultural and environmental context of the Arroyo Simi. 

The Greenway should accommodate focal points/public art in key locations along the trail to enhance the Greenway’s open 
space corridors and provide visual interest to trail users. Focal points/public art will encourage people to look more closely at the 
landscape and facilitate a deeper sense of understanding about this feature of Simi Valley.  

Focal point/public art presents an opportunity not only to create desirable public spaces and aesthetically improve the Greenway 
corridor, but also to celebrate the City’s historic character and the Arroyo’s natural environment.  

Focal Points/Public Art Intent 

• Encourage creativity and an appreciation of the arts
and the City’s cultural heritage

• Discuss possible themes for focal points/public art
along the Greenway

• Integrate focal points/public art in many forms and
locations and describe proper placement of focal
points/public art within the Greenway

• Develop vibrant focal points/public art along the
Greenway that fits within the aesthetic of the Arroyo
Simi’s natural landscape

F O C A L  P O I N T S / P U B L I C  A R T 
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The focal points/public art along the Greenway should be a mix of permanent 
pieces that are well integrated into the Greenway design and temporary 
rotating pieces that allow for a dynamic and changing Greenway and creates a 
renewed interest for trail users. The integration of focal points/public art should 
have some pieces prominently placed along the Greenway and others subtly 
integrated as an element of the landscape that is to be discovered.  

For the purposes of this Specific Plan, focal points refer to 
an element intended to visually attract trail users’ attention.  
Focal points might be a fountain or water feature, or a 
natural element such as accent vegetation or boulders.  
Focal points and public art have been used interchangeably 
in this Specific Plan to allow for flexibility in implementing 
the elements as needed.  Focal points could potentially be 
developed first and then follow with public art as funding 
comes available.

Focal points/public art relating to the Greenway should be developed by:

•	 Working with local artists, schools, and community organizations 
•	 Sponsoring community art shows within the Greenway 

Developing partners in these endeavors will assist in improving connections 
with the local art community, foster an appreciation the arts, make the art 
more relevant to the community at large, and potentially reduce the chance 
of vandalism.  However, artists should be notified about the potential for 
vandalism before they develop public art for the Greenway, and use durable 
materials and locate art in well lit and highly traveled areas.  

Focal points 
might be a trellis, 
fountain, water 
feature, or a 
natural element 
such as accent 
vegetation or 
boulders
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Focal points/public art relating to the Greenway should be developed by:

•	 Working with local artists, schools, and community organizations 
•	 Sponsoring community art shows within the Greenway 

Developing partners in these endeavors will assist in improving connections 
with the local art community, foster an appreciation the arts, make the art 
more relevant to the community at large, and potentially reduce the chance 
of vandalism.  However, artists should be notified about the potential for 
vandalism before they develop public art for the Greenway, and use durable 
materials and locate art in well lit and highly traveled areas.  

Art can be 
incorporated into 
Greenway furniture, 
walks and paving and 
shall be located in well 
lit and heavily traveled 
areas

Work with local artists, schools, and community organizations 
to improve connections with the local art community, foster an 

appreciation the arts, and make the art more relevant to the community 2.15 -3
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Focal point/public art pieces have been suggested along 
the Arroyo Simi Greenway in key select locations that are 
highly visible and well traveled.  Focal point/public art 
will be placed along principal collector streets particularly 
at Greenway entries. Focal points/public art will also be 
located in trail roundabouts, overlooks/rest areas, and 
parks.

Specific locations along the Greenway for focal points/public art include:

	Bridge under crossings (refer to 
Section 2.16)

	Bridge enhancements (refer to 
Section 2.6)

	Benches, trash and recycling 
receptacles (refer to Section 2.14a)

•	 West side of Madera Road/
North side of Arroyo Simi (Key 
Study Area 2)

•	 West side of Erringer Road/
South side of Arroyo Simi (Key 
Study Area 7)

•	 South Side of Royal Avenue/
Darrah Volunteer Park (Key 
Study Area 11) 

a.	 Focal Point/Public Art Locations

•	 South side of Los Angeles 
Avenue/Proposed S-Curve Park  
(Key Study Area 12)

•	 East side of Kuehner Drive/North 
side of Arroyo Simi 

Possible additional locations for focal point/public art include:

Focal point/public art pieces should be located in 
highly visible and well traveled locations

Focal point/public art locations along the Arroyo Simi Greenway

Use focal points/public art  to 
guide and welcome trail users 
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	Public art shall be placed 
in locations that are highly 
visible and in locations 
that are less likely to be 
vandalized

	Light key focal point/
public art pieces at night 
to create a dynamic 
feature along the 
Greenway and reduce 
chances of vandalism

	The focal points/public art 
shall be located so as not 
to impede with circulation 
patterns and sight lines

	Use focal points/public art 
at key locations to guide 
and welcome trail users 
such as trail intersections 
and gathering spots

	Sculptural elements 
should be in scale with 
the location where they 
will be placed

Placement of focal point/public art shall consider the following:

	Bridge under crossings (refer to 
Section 2.16)

	Bridge enhancements (refer to 
Section 2.6)

	Benches, trash and recycling 
receptacles (refer to Section 2.14a)

	Incorporated into chain link 
fencing  (refer to Section 2.13a.4)

	Walls with art work tiles made 
by the community (refer to Section 
2.13b)

	Sculptures scattered throughout 
playgrounds for kids to play on

Possible additional locations for focal point/public art include:

Use focal points/public art  to 
guide and welcome trail users 

Key focal points/public 
art pieces should be 

well lit at night

	Consider providing a 
plaque with art title, 
artist name and city of 
residence

	Integrate focal points/
public art into the 
Greenway landscape 
design and interpretive 
program

	Incorporate focal 
points/public art into 
the Greenway designs 
to blend appropriate 
landscaping and 
lighting with the 
artistic expressions
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There are ample opportunities along the Greenway for 
idea generation to develop unique and interesting focal 
points/public art.  The trail corridor features many design 
elements that could foster special pieces of focal points/
public art along the Greenway.

	Mosaics on walls and within paving
	Murals on blank walls 
	Custom designed pedestals/

mounting systems for interpretive 
exhibits

Integrate distinctive pieces of focal point/public art into the Greenway through: 
b.	Themes and Materials

	Raising environmental 
awareness 

	Sustainability and ecology
	Tangible art pieces for each 

of our senses

	Local wildlife, scenery, plants 
and water shapes related to the 
Arroyo Simi

	Cultural representations of the 
area which focus on the historic, 
cultural, and indigenous people 
and events of Simi Valley

Some potential themes for focal points/public art include, but are not limited to, 
the following:

Highlight the 
cultural and 

historical character 
of Simi Valley
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	Integrated into benches 
and trash receptacles

	Sculpture 

	Mosaics on walls and within paving
	Murals on blank walls 
	Custom designed pedestals/

mounting systems for interpretive 
exhibits

Integrate distinctive pieces of focal point/public art into the Greenway through: 

Get inspiration from the 
local wildlife, scenery, plants 
and water shapes

Consider mosaics on walls and within paving to call 
attention to features along the Greenway

An example of a custom designed pedestals/mounting 
system for an interpretive exhibit
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people to safely interact or climb
on it

 Secured or heavy enough that it
cannot be moved or stolen

 Placed where they will not become
an obstruction on the trail and
must be safe for the public to view
or experience

Any focal point/public artwork placed within the 
Greenway shall be low maintenance and require very 
little additional responsibilities for the City or Park 
District.  

 Made of materials that will not
burn, and cannot be carved on
or easily vandalized

 Designed and made of durable
materials that require minimal
maintenance and can easily be
cleaned and not damaged by
industrial cleaning products

 When feasible, use a low-sheen
anti-graffiti coating to protect
art work against vandalism

Focal points/public art located along the Greenway shall be: 

Materials should 
allow people to 

interact with public 
art by touching it or 

climbing on it
Focal points/public art should be 

made of durable materials that 
can easily be cleaned 
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2.16 ARROYO SIMI CHANNEL IMPROVEMENTS

This secti on pertains to improvements that could occur within the Arroyo 
Simi channel.   Improvements that could occur in the channel include:  
landscaping/habitat enhancement; two locati ons where access to the 
water could occur; and the installati on of new, and improvements to 
existi ng, under crossings.  However, it is important to note that all such 
improvements are subject to review and approval by the Ventura County 
Water Protecti on District (VCWPD), who is the property owner of the 
channel and its tributaries, and the party responsible for maintaining the 
Arroyo Simi channel and its tributaries to ensure that adequate fl ood 
water capacity in the channel and its tributaries is provided.  Therefore, 
any proposed improvements in the channel and its tributaries must 
demonstrate that the 100-year fl ood capacity will be maintained and that 
the VCWPD’s current maintenance and operati ons procedures will not be 
adversely aff ected prior to approval by the VCWPD.
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Habitat enhancement planti ng areas will be concentrated in 
multi ple strategically selected sites throughout the Greenway 
corridor, rather than planti ng individual sites, to result in a 
greater improvement to overall watershed health.  Habitat 
enhancement along the Greenway is important because 
it provides improved riparian functi ons, and every habitat 
enhancement area planted will incrementally contribute 
towards improvements to the regional watershed.

The goal of habitat 
enhancement is to 
create a more natural 
environment with 
habitat areas for 
wildlife and bett er water quality while preserving Ventura County Watershed 
Protecti on District (VCWPD) fl ood control capacity and maintenance operati ons.  
These goals may seem contradictory to each other, but they can be successfully 
achieved with sensiti ve planning and a mutual understanding of the ulti mate 
result.

As stated in this secti on’s introducti on, the current primary purpose of the 
Arroyo Simi is fl ood control.  In developing this fl ood control protecti on, the 
Arroyo Simi’s natural corridor has been channelized to increase effi  ciency and 
riprap used to control erosion in many locati ons.  Many of the banks along the 
Arroyo Simi are routi nely sprayed to eliminate weeds to ensure the channel has 
suffi  cient capacity to convey the 100-year fl ood, and so maintenance personnel 
can survey the banks for problems, leaving the banks virtually void of any 
vegetati on. 

The basic concept of habitat enhancement planti ng in this secti on assumes that 
the existi ng riprap will remain to protect and stabilize the banks, but VCWPD 
may approve appropriate locati ons to remove pockets of rip-rap and plant with 
nati ve plants and protect with new erosion control methods as needed.  Habitat 
enhancement areas should allow for space between vegetati on areas to protect 
the banks, and where trees are permitt ed they should be planted in straight rows 
to minimize obstructi ons to fl ood capacity.  Invasive plant species, trash and 
debris, and weedy trees in the Arroyo will be removed to improve habitat. 

Habitat Enhancementa. 

Habitat enhancement areas may be located within the 
banks of the Arroyo Simi only where existi ng capacity can 
accommodate the 100-year fl ood and where levees are not 
present, and improvements within this zone should include 
nati ve plant restorati on to enhance visual quality and 
refl ect the nati ve riparian character.   In additi on, habitat 
enhancement can also occur in the form of the removal of 
invasive plants, such as Arundo.

In developing the Greenway, habitat enhancement within 
the embankment areas is envisioned to soft en the look of 
riprap areas, fi lter water run-off , and provide shade and 
habitat for wildlife. The restorati on and management of 
the Arroyo Simi’s habitat enhancement areas is criti cal in 
the implementati on and success of the Greenway.   (Refer to 
Secti on 2.10.b for the Preliminary Greenway Plant List)

Create a more natural 
environment with 
habitat areas and 

bett er water quality 
while preserving 

VCWPD fl ood 
control capacity 

and maintenance 
operati ons
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Areas viewed from • 
roadways

Areas viewed from • 
Overlooks/Rest Areas 

Ensure that habitat enhancement • 
and restorati on improvements will 
not impact the VCWPD’s ability to 
provide for a 100-year fl ood event 
or adversely aff ect existi ng VCWPD 
operati ons and maintenance 
procedures within the Arroyo Simi 
channel

Maintain existi ng nati ve vegetati on • 
within the Arroyo Simi channel 
and protect existi ng topsoil from 
erosion whenever feasible

Remove existi ng invasive plants• 

Locati ons

Habitat Enhancement Intent

Design for local environmental • 
conditi ons and incorporate non-
invasive/drought-tolerant plants 
that can adapt to the natural 
rainfall of the area 

Provide habitat for local nati ve • 
non-burrowing fauna such as 
butt erfl ies, birds, fi sh and lizards

Provide a general understanding • 
of the requirements and impacts 
of tree and woody vegetati on 
growth along the Arroyo Simi 
fl ood control channel

Ensure that vegetati on within • 
levee areas meet all Federal, 
State and local requirements

Establish a pilot restorati on • 
strategy for tree and woody 
vegetati on planti ng and 
burrowing animal control along 
the Arroyo Simi channel

Habitat enhancement planti ng areas are identi fi ed at key areas 
that are highly visible, are not levees, and have adequate fl ood 
capacity, such as:

Remove pockets of 
rip-rap, plant trees 
in rows, and install 

nati ve vegetati on Habitat Enhancement Areas

BEFORE

AFTER

Areas viewed from • 
Parks

Areas adjacent to • 
existi ng quality habitat 
sites
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Habitat enhancement areas ¾ 
shall be considered to be non-
irrigated (permanent), and shall 
fl ourish under long durati ons of 
fl ooding with drought recovery
Habitat enhancement trees and ¾ 
woody vegetati on on riprap 
embankments shall have non-
aggressive root systems
Incorporate desirable nati ve ¾ 
species to improve erosion 
control and habitat along the 
Arroyo Simi 
Specify tough and durable ¾ 
plant materials that are easily 
maintained, and disease and 
pest resistant species 
Selecti vely remove pockets of ¾ 
rip-rap and plant slope bank 
with nati ve riparian vegetati on  

VCWPD shall review and ¾ 
approve plans for habitat 
enhancement, and fl ood 
capacity shall be carefully 
maintained
All planti ng along the Arroyo ¾ 
Simi Greenway shall minimize 
operati ons and maintenance 
impacts and preserve 
unobstructed access to VCWPD 
faciliti es
Retain existi ng nati ve ¾ 
vegetati on whenever feasible
Avoid aggressive, invasive, high ¾ 
water use, and exoti c plants
Eradicate invasive plants and ¾ 
weedy trees  (refer to Stewardship 

Program, Secti on 4.3)

Habitat enhancement ¾ 
vegetati on shall tolerate poor 
soil conditi ons

Habitat Enhancement shall include the following:

Example of habitat 
enhancement planti ng 

along RRM-designed 
Prince Memorial 

Greenway in Santa 
Rosa California

(top photo is typical 
before restorati on and 

lower is typical aft er)

Incorporate 
desirable 
nati ve species 
to improve 
habitat areas 
along the 
Arroyo Simi 
Greenway

2.16-4

PROJECT DEVELOPMENT STANDARDS




